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UT211B
All the models in this page share the same mold.
01 ~iXii @& ¢}opVY}ve +(2.0%+5)
AC current (A) 100A +(2.5%+5)
200A +(2.5%+20) | £(2.5%+20) | £(2%+10) |+(2.5%+8)
60A +(2%+3)
DC current (A) 100A +(2%+3)
200A +(2%+3)
AC voltage (V) 600V +(1%+3) |+(1%+3) [£(1%+3) |+(0.8%+3)
DC voltage (V) 600V +(0.7%+3) |+(0.7%+3) |£(0.7%+3) |+(0.7%+3)
“ 1iDO +(1%+2) |£(1%+2) |+(1%+2)
6 Rljos U =(e0 31DO +(0.8%+2)
Frequency (Hz) 60kHz +(0.1%+4)
: 20mF +(4%+5) | +£(4%+5)  |+£(4%+5)
Capacitance (F) 62mE +(49%+5)
Temperature -40°C~1000°C +(1%+3) | +(1%+3)
-40°F~1832°F +(1.5%+5) |+(1.5%+5)
Display count 2000 2000 2000 2000 2000 6000
}vYvulsc ull & o o o 0
Jaw opening 16mm 16mm 17mm 17mm 17mm 17mm
Diode test Around 3.0V 0 0 0 0
Overvoltage category CAT 11 600V, CAT Il 300V
Standard accessories v%oq]z-]Z.LuJ \s/u-soo e ~hdTii | I Ihdiii *U %}]vS }vS § S u% E SHE % E} ~hdiii | U
Power iXfis © EGC ~Ziie £ 1
Display T0Xi /£ ToXfAuu
Product size hdiii | W ifid £ o1 £ iiXAuuV hdfiii | | Ihdiiif W i6f £ o1 £ iiXfiuu
Product net weight hdiii | W iAiP ~ © €] ¢« ]Jv op <V hdiii | | Ihdiii W i6iP
Standard individual packing ']JL }£U E&&C]JvP P ~hdfiii | | IhdTif ¢
A"V E <P VYSC Yoh@E il EGVeW 8i1% oV hdiii W (1%
Standard carton hdiii | W iof £ oA A& iiiuuV hdiii W i6A £ oA A& iiAduuV hdiii | W i6Aa A& i1 £ iiiuuV
measurement hdiii W iii £ 1id £ id6iuu

Standard carton gross weighth dii W 1PV hdiii W 6XTIPV hdiii W ioX6IPV hdiii W iiX8IPV hdiii W {iXilPV hdiii W dIP
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